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1) Make sure that the concreting in the pit is even and smooth.
If there are ridges they must be removed.

2) The scrape system is lifted down in the pit
The flange of the scrape system must be placed on the edge of
the pit. It may be necessary to adjust the front adjusting screws
on the feet on each side. The flange of the channel must lie
down on the concrete in both sides.

3) Holes for M10 anchor bolts are drilled down trough the base
plate. There are 10 pcs. in the base plate and 7 pcs. in the bent-
up part of the base plate. Anchor bolts are mounted in the holes
and tightened. (see drawing)

4) Adjust the scraping system on the middle and rear adjusting
screws so that the hydraulic cylinders are horizontally. Check
with spirit level. When the height is adjusted the 16 pcs. M16
bolts are tightened.

5) The 2 wall supports are pullet out and bolted to the rear wall by
means of 4 pcs. M12 anchor bolts at each side. Afterwards the
joint between the 2 square tubes are welded, so the connection
is fixed.

6) The flange of the channel with the 6 holes is fixed to the floor by
means of rawlplugs and screws. Rails 8 pcs. are also fixed to
the floor by means op rawlplugs and screws. They are to be
placed according to the drawing. When the rails are fixed they
must be welded to the flange of the scraping system. The
weldings are grinded down so they are flat. (see drawing)

7) The 2 scrapers are placed on the rails and fixed to the hydraulic
cylinders with the shafts. The scrapers must be placed precisely
perpendicular to the scraper system to ensure an even pull.

The scraper clamps, 3 psc. on each scraper are fixed to the 
floor by means of M12 anchor bolts, 4 pcs. on each clamp. The 
clamps are to be placed when the hydraulic cylinders are in 
neutral position. They are to be placed 35mm from the edge of 
the carrier plate on the scraper. (see drawing) 

8) The transport auger is fixed to the outlet with the pipe clamp.
The auger must be supported in order to relieve the connection.

The flange is placed on the edge of 
the pit 

Adjusting screws and M16 bolts. 

Rails welded together with flange of 
scrape system.  

Scraper clamp and carrier plate. 

Auger fixed to outlet of scraper system 
by means of the pipe-clamp 
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Functional description 

In general the scraper system consists of scrapers, sensors, tilted auger, horizontal auger and an 
inverter. 

Actuators: 
1. The stoker system activates the scraper system.
2. The stoker system activates the scraper system sensors.
3. The sensors activate the scrapers.
4. The stoker system activates the tilted auger.
5. The stoker system activates the inverter.
6. The inverter activates the horizontal auger.

Start procedure: 
When the stoker system is started electricity is provided to the tilted auger, the inverter and the 
sensors. 

 The tilted auger runs as long as electricity is provided from the stoker system.

 The horizontal auger is started by the inverter and runs as long as the inverter gives an
impulse. When the stoker system is stopped the horizontal auger stops.

 The scrapers start when the sensors give an impulse (when they can ‘see’ each other). The
scrapers continue to run until the sensors impulse is stopped (when they can’t see each
other). When the sensors impulse is stopped the scrapers stops after a predefined time.

Inverter: 

Regarding the inverter´s warnings, cautions, notes, fault & warning messages we refer to the 
attached Sinamics G110 getting started guide. 

Preset inverter parameters: 

Factory reset 

P0010   = 30 
P0970   = 1 

Quick Commissioning 

Inverter  

Parameter 
P 0010  = 1    
P 0100  = 1 
P 0304  = 230V 
P 0305  = 3,80A 
P 0307  = 0,75KW 
P 0310  = 50,0 Hz 
P 0311  = 1380 o/min 
P 0700  = 2 
P 1000  = 2 
P 1080  = 25 Hz 

P 1082  = 50 Hz 
P 1120  = 0,1 S 
P 1121  = 0,5 S 
P 3900  = 1 

P 0003  = 3 
P 1210  = 4 
P 1312  = 200


